(B) LIMITS FOR REMOVAL OF INTERCONNECT
CABLE FROM MD 53 / US 40 SIGNAL CABINET.

AT STATION 8+60.

”7“DISCONNECT EXISTING INTERCONNECT CABLE FROM EQUIPMENT INSIDE THE
MD 53 / US 40 SIGNAL CONTROL CABINET AND PULL INTERCONNECT CABLE FROM
EXISTING CONDUIT BACK TO EXISTING HANDHOLE ON THE EAST SIDE OF MD 53

(B) LIMITS OF REMOVAL FOR INTERCONNECT
\ CABLE FROM MD 53 / BRADDOCK SQUARE
. SIGNAL CABINET.

MATCH LINE A-A

DISCONNECT EXISTING INTERCONNECT CABLE FROM EQUIPMENT INSIDE
THE MD 53 / BRADDOCK SQUARE SIGNAL CONTROL CABINET AND PULL
INTERCONNECT CABLE FROM EXISTING CONDUIT BACK TO EXISTING
HANDHOLE ON THE EAST SIDE OF MD 53 AT STATION 15+60.

ol 26 150

% DISCONNECT INTERCONNECT CABLE SERVING MD 658 SIGNAL SYSTEM
FROM EQUIPMENT INSIDE THE MD 53 /MD 658 SIGNAL CABINET AND PULL
BACK 7O EXISTING HANDHOLE IN THE MD 658 MEDIAN. DISCONNECT ALL
REMAINING SIGNAL WIRING., INCLUDING INTERCONNECT CABLE FOR MD 53

CABINET AND PULL BACK TO EXISTING HANDHOLE AT STATION 29+60 RT.

LIMITS OF REMOVAL FOR INTERCONNECT
CABLE SERVING MD 658 SIGNAL SYSTEM

SIGNAL SYSTEM, FROM EQUIPMENT INSIDE THE MD 53 / MD 658 SIGNAL CONTROL %

v

w -c, LIMITS OF REMOVAL FOR INTERCONNECT
C%:” CABLE SERVING MD 53 SIGNAL SYSTEM
CD'_ FROM MD 53 / MD 658 SIGNAL CABINET.

CONDUIT WORK AT THIS
INTERSECTION TO BE BUILT
AS PART OF SIGNAL WORK
(SEE SHEET SG-03).

 SEE NOTE
(A) AT LEFT
. ¥*

EXISTING
CONDUIT
CONTINUES
70 DETECTOR
LOOPS

EQUIPMENT LIST ‘B’
EQUIPMENT TO BE FURNISHED BY CONTRACTOR

CATEGORY
CODE # QUANTITY DESCRIPTION
802145 4 EA. ADJUST EXISTING HANDHOLE

805135 850 L.F. 3" SCH. 80 RIGID PVC CONDUIT — TRENCHE

CONSTRUCTION NOTES

>

DISCONNECT EXISTING INTERCONNECT CABLE FROM EQUIPMENT

INSIDE THE EXISTING SIGNAL CONTROL CABINET, AND PULL
INTERCONNECT CABLE FROM EXISTING CONDUIT BACK TO

EXISTING HANDHOLE AS NOTED.

®

PULL EXISTING INTERCONNECT CABLE THROUGH NEW CONDUIT

AND RECONNECT TO EQUIPMENT INSIDE EXISTING SIGNAL

CONTROL CABINET AS NOTED.

@EE

ABANDON EXISTING CONDUIT.

INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
ADJUST EXISTING HANDHOLE TO PROPOSED GRADE.

D

GENERAL NOTES

1. THE CONTRACTOR MUST VERIFY THE LOCATION OF ALL PROPOSED GEOMETRICS PRIOR

TO INSTALLING SIGNAL EQUIPMENT
2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THIS PLAN ARE SCHEMATIC

AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS
UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.
IF THE CONTRACTOR PERCIEVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC

SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY

SO THAT THE CONFLICT MAY BE RESOLVED.

3. THE COST TO REMOVE EXISTING INTERCONNECT CABLE FROM EXISTING CONDUIT AND
INSTALLING IN NEW CONDUIT SHALL BE INCIDENTAL TO THE LINEAR FOOT COST FOR 3 INCH

SCHEDULE 80 PVC CONDUIT-TRENCHED.
4. REMOVAL OF INTERCONNECT CABLE TO REMOTE HANDHOLES SHALL BE PERFORMED AS

SHOWN PRIOR TO COMMENCEMENT OF SIGNAL WORK PER SIGNAL PLANS (SEE SHEETS SG-01
THROUGH SG—-08). REINSTALLATION OF INTERCONNECT CABLE SHALL BE PERFORMED AFTER

ALL HANDHOLE AND CONDUIT MODIFICATIONS FOR SIGNAL AND INTERCONNECT HAVE

ONLY

BEEN
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